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6. ACCIDENTAL RELEASE MEASURES
Personal precautions : -
Environmental precautions : Small spills can be flushed down the drain with copious
amounts of water.
Methods for cleaning up :Absorb spilled material and dispose of as special waste

7. HANDLING AND STORAGE
Handling :
Industrial hygiene: When using do not eat, drink or smoke.
Storage: Keep container at a temperature below 30°C.
Ventilation: 12 to 15 air changes per hour in work area,

8. EXPOSURE CONTROLS / PERSONAL PROTECTION
Respiratory protection: Under normal working conditions not necessary
Eye protection: Wear eye/face protection.
Hand protection: Wear suitable gloves.
Skin protection: Remove contaminated clothing immediately

9. PHYSICAL AND CHEMICAL PROPERTIES

Appearance : Liquid

Colour : Yellowish green
Odour : amine like

Boiling point/range :>100°C

Melting point/range :<0°C

Flash point :n.a

Ignition temperature In.a
Flammability (solid/gas) :h.a

Autoflammability ‘n.a

Explosive properties ‘n.a
Oxidising properties :
Vapour pressure (38° C) :-
Relative Density (20° C| :1.24-1.26

pH value (concentrate) (20° C) :10.8-11.2
pH value (1+4) (20°C) :10.4-10.8
Solubility in water (20° C] : 100%
Viscosity :-

10. STABILITY AND REACTIVITY
Conditions to avoid :-
Materials to avoid :Avoid contact with oxidising agents and strong acids
Hazardous decomposition products :When involved in fire or handled incorrectly
there is a possibility that CO2 & GO will be generated.
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11. TOXICOLOGICAL INFORMATION
Acute toxicity :
Potassium carbonate EINECS 2095293
LD50 (oral, rat)

1,2—Ethanediol EINECS 2034733
LD50 (oral, rat)

1870mg/kg






